
EWJ A/S
Rosas Minde Vej 49
7120 Vejle Ø
DK

CVR/SE- nr. :  2107 2389
Bank :  Sydbank, Vejle
Reg. nr. .  7030
Konto nr. :  2009512

TLF: :  [+45] 75 81 45 99

Hjemmeside : www.ewj.as
e-mail adresse : mail@ewj.as

TEKNISK OG GRAFISK STORFORMAT LEVERANDØR

             

 

 

 

 

 

 

EWJ A/S
Rosas Minde Vej 49
7120 Vejle Ø
DK

CVR/SE- nr. :  2107 2389
Bank :  Sydbank, Vejle
Reg. nr. .  7030
Konto nr. :  2009512

TLF: :  [+45] 75 81 45 99

Hjemmeside : www.ewj.as
e-mail adresse : mail@ewj.as

TEKNISK OG GRAFISK STORFORMAT LEVERANDØR

             

 

 

 

 

 

 

EWJ7826 – High-Tack Permanent Matt White 100 mic.

EWJ7826 is a 100 micron white matt calendered monomeric PVC with
a high-tack permanent adhesive suitable for wall graphic applications.
 
Product High-Tack Permanent 100 mic.
  Matt White. 
  
Film 100 micron.
  Monomeric calendered PVC.
 
Finish Matt.
Adhesive Permanent, High-Tack, grey, acrylic water   
  based PSA.

Durability Up to 3 years (unprinted).

Recommended use - Medium term indoor / outdoor applications.
  - Difficult, flat surfaces.
  - Wall coverings.
  - Indoor floor marking applications with   
   structured overlaminate.
  - Stickers and signs.
  - Shop decoration.
  - Restaurants.
  - Museums.
  - Hotels.

Features:  - Excellent printability and handling on  
   selected printers.
  - Indoor and outdoor.
  - Fire resistant.
  - Suitable for over lamination if required.
  - Print and cut.

Application surface:  Flat and slightly curved surfaces.

L ES S UV 100 mic M P+G+HT C-s1,d0
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