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Avery MPI 3041 – Gloss Transparent Removable 100 mic.

MPI 3041 is a gloss transparent, self-adhesive monomeric calendered 
vinyl, with clear removable adhesive.
 
Product Avery Dennison® MPI™ 3041.
  Gloss Transparent. 
  
Film 100 micron.
  Monomeric calendered vinyl.
 
Finish Gloss.
Adhesive Removable, clear, acrylic based.

Removability Clean removability up to 1 year; Not when   
  applied to: Nitrocellulose paints, ABS,   
  polystyrene, (too) fresh paints, 
	 	 (fresh)	screen-printing	inks	and	certain		 	
  types of PVC.
  
Durability Up to 3 years (unprinted).

Recommended use - Window Graphics (dry application 
   recommended).
  - Fleet and bus advertising.
  - Short term in- and outdoor advertising.
  - Posters, panels and signs at exhibitions.
  - Vehicle decorations and advertising.
  - Point of sale promotions.

Features:  - Excellent printability and handling on  
   selected printers.
  - Easy cutting and application on a wide  
   variety of substrates.
  - Excellent price/performance ratio for  
   outdoor promotional graphics.
  
Application surface:  Flat and slightly curved surfaces.

L ES S UV 100 mic G+T R+C
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